


























e Temperature: You should use envelopes that are compatible with the heat and
pressure of the machine.

¢ Size: You should only use envelopes within the following size ranges

NOTES:
¢ Use only the manual feeder to print envelopes.

¢ You may experience some paper jams when using any media with a length less than
140 mm (5.5 in.). This may be caused by paper that has been affected by
environmental conditions. For optimum performance, make sure you are storing and
handling the paper correctly. Please refer to “Paper Storage Environment” on page A.9.

Envelopes with Double Side Seams

Double side-seams construction has vertical seams at both ends of the envelope
rather than diagonal seams. This style may be more likely to wrinkle. Be sure the
seam extends all the way to the corner of the envelope as illustrated below.
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Envelopes with Adhesive Strips or Flaps

Envelopes with a peel-off adhesive strip or with more than one flap that folds over to
seal must use adhesives compatible with the heat and pressure in the machine. The
extra flaps and strips might cause wrinkling, creasing or even jams and may even
damage the fuser.

Envelope Margins

The following gives typical address margins for a commercial #10 or DL envelope.

Type of Address Minimum Maximum
Return address 15 mm (0.6 in.) 51 mm (2 in.)
Delivery address 51 mm (2 in.) 90 mm (3.5in.)




NOTES:

e For the best print quality, position margins no closer than 15 mm (0.6 in.) from the
edges of the envelope.

¢ Avoid printing over the area where the envelope’s seams meet.

Envelope Storage

Proper storage of envelopes helps contribute to print quality. Envelopes should be
stored flat. If air is trapped in an envelope, creating an air bubble, then the envelope
may wrinkle during printing.

Labels

CAUTIONS:

¢ To avoid damaging the machine, use only labels recommended for laser printers.

¢ To prevent serious jams, always use the manual feeder to print labels and always use
the rear output tray.

¢ Never print on the same sheet of labels more than once and never print on a partial
sheet of labels.

When selecting labels, consider the quality of each component:

¢ Adhesives: The adhesive material should be stable at 180°C (356°F), the
machine’s fusing temperature.

¢ Arrangement: Only use labels with no exposed backing between them. Labels can
peel off sheets with spaces between the labels, causing serious jams.

e Curl: Prior to printing, labels must lie flat with no more than 13mm (5in.) of curl in
any direction.

¢ Condition: Do not use labels with wrinkles, bubbles or other indications of
separation.

Transparencies

Transparencies used in the machine must be able to withstand 180°C (356°F), the
machine’s fusing temperature.

CAUTION: To avoid damaging the machine, use only transparencies recommended for
use in laser printers.
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A
adding documents 6.27

ADF (Automatic Document Feeder),

load 4.3
ADF rubber pad, replace 8.13
automatic dialing

group 6.18

one-touch 6.15

speed 6.16
automatic redialing 6.9

broadcasting faxes 6.22
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canceling

fax 6.8

print 3.5

scan 5.5

scheduled faxes 6.28
characters, enter 1.32
cleaning

drum 8.11
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outside 8.3

scan unit 8.5
connection

AC power 1.18

extension phone 1.16

telephone line cord 1.15
consumables 8.12
control panel 1.6
copying 4.3

default setting, change 4.7

image 4.5

number of pages 4.5

time out, set 4.8

D

date and time, set 1.34
delay receive polling 6.26

delayed fax 6.23
display language, change 1.30
document
jam, clear 9.2
loading 1.12
preparing 4.2
drum, clean 8.11

error messages 9.8
extension phone, connect 1.16

F

Favorite setting, use 3.6
fax system, set
advanced settings 6.33
basic settings 6.2
fitting to page, print 3.13
front output tray, use 2.5

G
graphic properties, set 3.8
group dial

dialing 6.20

editing 6.19

setting 6.18

H

handset, attach 1.9
help, use 3.6

I

installing
Linux software 7.3
toner cartridge 1.10
Windows software 1.21

J

jam, clear



document 9.2

paper 9.3

L

Linux
common problems 9.23
driver, install 7.4
printing 7.11
scanning 7.13

M

machine ID, set 1.31

memory, clear 8.2

MFP driver, install
Linux 7.4
Windows 1.21

network printer, set 3.22
notifying toner low 8.10
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one-touch dial

dialing 6.16

storing 6.15
orientation, print 3.3, 7.12
output location, select 2.4
overlay, use 3.18

P

paper guidelines 2.3
paper jam, clear 9.3
paper level indicator 2.7
paper load

in manual feeder 2.8

in paper tray 1.12
paper load capacity 2.2
paper properties, set 3.7
paper size, set

manual feeder 2.10

paper tray 1.36

print 3.7, 7.12
paper source, set 3.8, 7.12
paper type 2.2
paper type, set
manual feeder 2.10
paper tray 1.36
print 3.8, 7.12
paper, load 6.11
polling 6.26
poster, print 3.14
power save mode, use 1.40
print order, set 3.4
print resolution 3.9
printer driver, install
Linux 7.4
Windows 1.21
printer properties
Linux 7.11
windows 3.2
printing

fitting to a selected paper size 3.13

from Linux 7.11
from Windows 3.2

multiple pages on one sheet 3.10

Phonebook list 6.21
posters 3.14

reduced or enlarged document

3.12

reports 6.31

using overlays 3.18

watermarks 3.15
priority fax 6.25
problems, solve

copying 9.19

error messages 9.8

faxing 9.21

Linux 9.23

paper feeding 9.11

printing 9.12

printing quality 9.15

scanning 9.20
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rear output slot, use 2.5
receiving a fax

in Ans/Fax mode 6.12

in Fax mode 6.11

in Secure Receiving mode 6.29

in Tel mode 6.11

in the memory 6.14
redialing

automaically 6.8

manually 6.9
reduced/enlarged

copy 4.6

print 3.12
Remote Control Panel 6.36
reports, print 6.31
resolution

fax 6.6

print 3.9

S

scanning

Linux 7.13

Windows 5.2
searching Phonebook 6.20
Secure Receiving mode 6.29
sending a fax

automatically 6.7

manually 6.8
sharing printer, set 3.22
SmarThru

install 1.21

uninstall 1.29
sounds, set 1.37
specifications

facsimile A.5

general A.2

paper A.6

printer A.4

scanner and copier A.3
speed dial

dialing 6.17

storing 6.16
system requirements

Linux 7.3

Windows 1.21

T

tel line, connect 1.15
toll save mode, use 1.39
toner cartridge

install 1.10

life 8.7

redistribute 8.8
replace 8.9
toner save mode, use 1.38
TWAIN, scan 5.6
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uninstalling
MFP driver
Linux 7.5
Windows 1.28
Remote Control Panel 1.28
SmarThru 1.29
USB
mode, change 9.14

\'}

volume, adjust
ringer 1.37
speaker 1.37

W

watermarks, use 3.15





